
Technical information
Hesse HYDRO Colour stain BC (colour tone) for spraying

Product description
Hesse Colour stain BC is a pure pigment stain for achieving transparent to opaque staining. The specially selected pigments
enable high brilliance and transparency. The wood’s structure is more or less strongly covered depending on colour tone
depth. Colour tones can therefore be achieved which are even lighter that the inherent wood colour. The light fastness
of Colour stains represents the maximum achievable among all stains. Covering colour tones can be achieved, per RAL, Sikkens
or NCS colour charts for example. The colour tone to be achieved depends on the type of wood.

Areas of application
For staining with subsequent over-painting in industry and handcrafting of furniture, stairs and doors.

Area of application
• Internal fit-out

• Furniture

Substrate material
• light deciduous woods with fine pores

Surface Preparation

Surface preparation

Substrate sanding grits

Comments on sanding

The wood must be dry, dust-free and grease-free.

120 - 180

A graduated raw wood sanding is recommended. The quality of the sanding is deci-
sive for the quality of the final result.

The bare wood can optionally be dampened. After drying overnight, sand or
smooth.

Application

Application

Airmix

Compressed air spraying

Spreading

Expel with brush / paintbrush

Spray nozzle size

0.23 - 0.28 mm

1 - 2 mm

Spray pressure

10 - 60 bar

Atomizing pressure

1 - 2.5 bar

Times

Drying 3 h / 20 °C

For more information on Order information, please visit our website, contact our account managers and field service representatives, or contact
your specialist dealers.
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Technical information
Hesse HYDRO Colour stain BC (colour tone) for spraying

Finishing

Finishing Subsequent coating with light-stable lacquers from the Hesse PU range, colour
stains in natural shades also with suitable 1C and 2C HYDRO coatings.

Complete drying must be guaranteed prior to recoating. Drying is delayed by low
temperatures, reduced exchange of air, high humidity and large application
amounts.

Processing instructions
Our HYDRO stain should be sprayed in a cross coat using a cup gun (1.2-1.5 mm nozzle, circa 2 bar spray pressure, potentially
reduced stain supply) to be uniformly moist – not wet. Do not wipe any excess! Multiple thin, almost sheen-like spray fog coats
result in a particularly uniform stain appearance.

Particular instructions
Hesse stains are matched to each type of wood in terms of colour tone and processing. Further application methods are possi-
ble. All stains from the same range can be mixed with one another. Lighten by adding water. Can be tinted with colour concen-
trates in the range: BP 30xx and BP 3570.
In wood types with a high proportion of water-soluble wood constituents (e.g. oak), discolouration may occur when using
aqueous products. We therefore recommend clear insulation with HYPERION TI 130, especially for pastel or white colour tones.
Spraying without wiping is preferable on fine-pored woods that sometimes have a somewhat uneven, swirling wood structure,
including beech, maple and cherry tree. A uniform spray application ensures that each area of the wood receives the same
amount of stain, which results in better equalization.

Technical data

Flow time (+/- 15%)

Proportion of renewable raw materi-

VOC EU

VOC FR

Shelf life in weeks

Number of coats (max)

Amount per layer (minimum)

Amount per layer (max)

Total application volume

60 s / ISO3

0.04 %

 - 99.7 %

C

26

1

30 g/m²

60 g/m²

60 g/m²

Ordering information

Order number

BC 18-22429

Colour tone Gloss level

For more information on Order information, please visit our website, contact our account managers and field service representatives, or contact
your specialist dealers.
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Technical information
Hesse HYDRO Colour stain BC (colour tone) for spraying

General instructions on workmanship
Trial staining of the original sanded wood with original lacquering should be carried out under real conditions. Only use stains
from one batch for any one job. Do not pour soiled stains back into the original container. Clean tools with water immediately
after use. Dried-on stain residue can be removed with thinners such as ZD 82.
Stir stains well before and during processing.

Our technical information is continually adapted to keep up to date with the latest technology and statutory regulations. The indicated values are no specification,
but typical product data. The latest version is always available online at www.hesse-lignal.de or talk to your local account manager. This information is for advice
and is based on the best knowledge available and careful research in line with the current state of the art. This information cannot be held as legally binding. We al-
so refer you to our terms and conditions of business. Material safety data sheet is provided in accordance with EC regulation no. 1907/2006.

For more information on Order information, please visit our website, contact our account managers and field service representatives, or contact
your specialist dealers.
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