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Products required: 
• PU Isolating filler DP 4791-9343 

mixing ratio (by volume) 4 : 1 with PU Hardener DR 4058 
• UNA-COLOR DB 45245-(colour tone)  

mixing ratio (by volume) 10 : 1 with PU Hardener DR 4070 
PU Thinner DV 4900 

• FANTASTIC-BRILLANT DU 48799 
mixing ratio (by volume) 4 : 1 with PU Hardener DR 4071 
PU Thinner DV 4935 

 
Areas of use: 
Creative accents in interiors, industrial sector.  
 
Technique: 
 
Priming: 
• Sand down priming foil, laminated chipboard,  or MDF surfaces well (grain 220 - 280) 
• Prime with two coats of 150 - 200 g/m² each of PU Isolating filler DP 4791-9343, 

depending on the substrate material 
Mixing ratio (by volume) 4 : 1 with PU Hardener DR 4058 
thinned if necessary and depending on the spraying unit with  
5 - 20 % PU Thinner DV 4900 

• Intermediate drying for at least 16 hours at 20 °C 
• Intermediate sanding grain 320 - 400 
• Dry for at least 16 hours, preferably longer  
 
Recommendation:  
The longer the final primer coat is dried, the less the finished high-gloss surface will break 
down. 
 
 
Colouring: 
• Sand down until smooth with sanding grain 320, finally grain 400 
• Apply one coat, if necessary depending on the colour tone two coats, of 100 - 150 g/m²  

UNA-COLOR DB 45245-(colour tone) 
mixing ratio (by volume) 10 : 1 with PU Hardener DR 4070 
thinned if necessary and depending on the spraying unit with  
5 - 20 % PU Thinner DV 4900 or DV 4994 

• Intermediate drying for at least 5 hours, preferably 16 h 
• Intermediate sanding graduated 400 / 600 grit 
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High gloss: 
• 1 x 90 - 100 g/m² FANTASTIC-BRILLANT DU 48799,  

mixing ratio (by volume) 4 : 1 with PU Hardener DR 4071, 
addition of 20 - 30 % PU Thinner DV 4935 to the lacquer/hardener mixture 

• Intermediate drying: 20 - 40 min / 20 °C 

• 1 x 100 - 120 g/m² FANTASTIC-BRILLANT DU 48799,  
mixing ratio (by volume) 4 : 1 with PU Hardener DR 4071,  
addition of 20 - 30 % PU Thinner DV 4935 to the lacquer/hardener mixture 

• Drying: > 48 h / 20 °C 

 
Sanding and polishing: 
If required, sand and polish after 2 days, see special technical info on sanding and polishing. 
 
Information on use and safety:  
Please also observe the technical information and safety data sheets for the individual prod-
ucts. 
 
Special instructions: 
• The result is dependent on the substrate material, the time factor and the application de-

vices and sanding equipment used. 
• Please apply a test coat under real conditions. 
 
Note: 
This information is for advice and is based on the best knowledge available and careful re-
search in line with the current state of the art. This information cannot be held as legally bind-
ing. We also refer you to our terms and conditions of business. 
The Material Safety Data Sheet according to the regulation (EC) No. 1907/2006 is available. 
 


