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PUR high-gloss coatings for light or bleached woods must always be formulated to be light-
fast and peroxide-resistant. Conventional high-gloss coatings with an alkyd resin base are un-
suitable for this. The coating listed thus includes, in the lacquer components, acrylate resins 
as binders and aliphatic isocyanates as hardener components in order to guarantee resistance 
to peroxide and prevent discolourations. The light-fastness of the complete coating is primar-
ily dependent on the wood, however, i.e. in order to protect light woods or woods stained 
with different wood types from yellowing, it is necessary to add light stabiliser to the primer, 
e.g. the highly effective Hesse light-stabilising concentrate ZD 9501.  
On fine-pored woods, too, high-gloss coatings tend to break down. In order to prevent this, it 
is vitally important to select the right primers and an appropriate technique. 
In comprehensive series of internal tests, we have identified both the most favourable pri-
mers and the most effective techniques according to the best technology available currently. 
The addition of thinner should be adjusted according to both the application options available 
to the user and the substrate material. When coating three-dimensional workpieces, please 
identify the application quantities and the necessary addition of solvent by apply a test coat. 
 
 
Materials required:  
• MEGA-PUR Primer DG 4717-0005 
• FANTASTIC-BRILLANT DU 48799 
• SUN-EX ZD 9501 (The addition amount of 4 % relates to the mere lacquer, before addition 

of hardener and thinner.) 
 
 
Technique: 
 
Pre-treating the wood, e.g. maple: 

• Graduated raw-wood sanding with grain 150 / 180 

• smooth bleached woods again  
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Priming: 
• Prime with two wet-on-wet coats of 100 - 120 g/m² MEGA-PUR Primer DG 4717-0005  

(20 - 30 minutes intermediate drying) 
+ 4 % SUN-EX ZD 9501 light-stabilising concentrate, 
mixing ratio (by volume) 5 : 1 with PU Hardener DR 4070  
Addition of 20 - 30 % PU Thinner DV 4900 or DV 4994 in relation to the lacquer/hardener 
mixture 

• Dry for 16 - 20 hours / sand with grain 320 
• Prime with two wet-on-wet coats of 100 - 120 g/m² MEGA-PUR Primer DG 4717-0005  

(20 - 30 minutes intermediate drying) 
+ 4 % SUN-EX ZD 9501 light-stabilising concentrate, 
mixing ratio (by volume) 5 : 1 with PU Hardener DR 4070, 
with addition of 10 - 20 % PU Thinner DV 4900 or DV 4994 in relation to the lacquer/hard-
ener mixture 

 
Hint: 
The number of primer coats and the application quantity are each based on the quality required 
and the type of wood used.  
The more porous the wood, the more primer coats must be applied. Up to six coats are possi-
ble, each of 100 - 120 g/m², with a maximum total wet film quantity of 600 g/m². 
Intermediate drying for at least 16 hours at 20 °C each time after the wet-on-wet primer. The fin-
ished primer layer should look completely smooth, even before sanding! 
 
Drying after the last coat of primer: at least 48 hours, graduated sanding with grain 400 / 600. 
 
High gloss: 
• 1 x 90 - 100 g/m² FANTASTIC-BRILLANT DU 48799 + 4 % SUN-EX ZD 9501, 

mixing ratio (by volume) 4 : 1 with PU Hardener DR 4071,  
addition of 20 - 30 % PU Thinner DV 4935 in relation to the lacquer/hardener mixture 

• Intermediate drying: 20 - 40 min / 20 °C 

• 1 x 100 - 120 g/m² FANTASTIC-BRILLANT DU 48799 + 4 % SUN-EX ZD 9501,  
mixing ratio (by volume) 4 : 1 with PU Hardener DR 4071,  
addition of 10 - 20 % PU Thinner DV 4935 in relation to the lacquer/hardener mixture 

• Drying: > 48 h / 20 °C  

 
Sanding and polishing: 
• Graduated wet-sanding with grain 1000 / 1500 
• For buffing and polishing, see special technical information on sanding and polishing on our 

website under Beschichtung_-_Hochglanzlackierung_mit_anschliessendem_Polieren-Schwab-
beln_EN.pdf (hesse-lignal-2020-production.s3.amazonaws.com) 

https://hesse-lignal-2020-production.s3.amazonaws.com/Dokumente/Technische_Beschreibungen_EN/Beschichtung_-_Hochglanzlackierung_mit_anschliessendem_Polieren-Schwabbeln_EN.pdf
https://hesse-lignal-2020-production.s3.amazonaws.com/Dokumente/Technische_Beschreibungen_EN/Beschichtung_-_Hochglanzlackierung_mit_anschliessendem_Polieren-Schwabbeln_EN.pdf


Technical Information  
 

Hesse GmbH & Co. KG, Warendorfer Str. 21, D 59075 Hamm, Ger-
many 

www.hesse-lignal.de 

  
 
Coating: Clear PU high-gloss coating on light or  
 bleached woods, e.g. maple 
  
 

 

Version: 08.07.24 3/3 

 

 
Information on use and safety: 
Please also observe the technical information and safety data sheets for the individual prod-
ucts. 
 
Special instructions: 
• The result is dependent on the substrate material, the time factor and the application de-

vices and sanding equipment used.  
• Please apply a test coat under real conditions! 
 
 
Note: 
This information is for advice and is based on the best knowledge available and careful re-
search in line with the current state of the art. This information cannot be held as legally bind-
ing. We also refer you to our terms and conditions of business. 
The Material Safety Data Sheet according to the regulation (EC) No. 1907/2006 is available. 


