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Products required: 
• FANTASTIC-FILL DP 4755-9343  

Mixing ratio (by volume) 10 : 1 with PU Hardener DR 4071  
PU Thinner DV 4900  

• FANTASTIC-COLOR DB 4888x(gloss level)-(colour tone)  
Mixing ratio (by volume) 10 : 1 with PU Hardener DR 4071  
PU Thinner DV 4900 or DV 4935 

• ADAMANT DU 48999  
Mixing ratio (by volume) 1 : 1 with PU Hardener DR 4091  
Special thinner DV 4905 
or  

• FANTASTIC-BRILLANT DU 48799  
Mixing ratio (by volume) 4 : 1 with PU Hardener DR 4071  
PU Thinner DV 4935  
or  

• HYDRO-PU Brillant lacquer HDE 54799  
Mixing ratio (by volume) 5 : 1 with HYDRO Hardener HDR 5091  
or  

• BRILLANT-COLOR DB 44099-(colour tone)  
Mixing ratio(by volume) 2 : 1 with PU Hardener DR 4080  
PU Thinner DV 4935 

 
Fields of application: 
Shopfitting, furniture making, interior fittings and fixtures, fitting out of ship interiors, the 
contract sector  
 
Application example: 
• Substrate material: laminated MDF 
• Surface sanding: 320 - 400 grit (dust removal) 

Edge and profile sanding: 150 - 180 grit (dust removal) 
• Basecoat:  

1 x 150 200 g/m² FANTASTIC-FILL DP 4755-9343,  
Mixing ratio (by volume) 10 : 1 with PU Hardener DR 4071 
and addition of 10 - 15 % Thinner DV 4935 to the lacquer/hardener mixture 

• Drying: > 2 h / 20 °C, preferably 16 h / 20 °C 
• Primer sanding: 320 - 400 grit (dust removal) 
• Basecoat: 
• 1 x 150 - 200 g/m² FANTASTIC-FILL DP 4755-9343,  

Mixing ratio (by volume) 10 : 1 with PU Hardener DR 4071 
and addition of 10 - 15 % Thinner DV 4935 to the lacquer/hardener mixture  

• Drying: > 16 h / 20 °C 
• Primer sanding: 320 - 400 grit (dust removal) 
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• Colour coating: 
1 x 120 - 180 g/m² FANTASTIC-COLOR DB 48885-(colour tone),  
mixing ratio (by volume) 10 : 1 with PU Hardener DR 4071 
and addition of 10  - 30 % DV 4935 to the lacquer/hardener mixture 

• Complete drying: > 16 h / 20 °C 
• Colour lacquer sanding: 400 - 600 grit (dust removal) 
• Colour coating: 

1 x 120 - 180 g/m² FANTASTIC-COLOR DB 48885-(colour tone),  
mixing ratio (by volume) 10 : 1 with PU Hardener DR 4071  
and addition of 10  - 30 % DV 4935 to the lacquer/hardener mixture 

• Drying: > 6 h - 8 h / 20 °C 
• Partially smooth / remove dust inclusions using 400 - 600 grit as necessary 

 
Transparent and coloured high gloss coatings are now possible using: 
• 1 x 180 - 200 g/m² ADAMANT DU 48999,  

mixing ratio (by volume) 1 : 1 with PU Hardener DR 4091, 
addition of 10 - 30 % Special thinner DV 4905 

• Intermediate drying 20 - 30 min / 20 °C  
• 1 x 180 - 250 g/m² ADAMANT DU 48999,  

mixing ratio (by volume) 1 : 1 with PU Hardener DR 4091, 
addition of 10 - 30 % Special thinner DV 4905 
Can be polished after > 16 h / 20 °C,  
Packable after 48 h / 20 °C  
or 

• 1 x 90 - 100 g/m² FANTASTIC-BRILLANT DU 48799,  
mixing ratio (by volume) 4 : 1 with PU Hardener DR 4071  
and addition of 20 - 30 % Thinner DV 4935 to the lacquer/hardener mixture,  

• intermediate drying 20 - 40 min / 20 °C   
• 1 x 100 - 120 g/m² FANTASTIC-BRILLANT DU 48799,  

mixing ratio (by volume) 4 : 1 with PU Hardener DR 4071  
and addition of 20 - 30 % Thinner DV 4935 to the lacquer/hardener mixture, 

• Drying > 48 h / 20 °C and then polishing (recommendation),  
packable after 72 h / 20 °C  
or 

• 1 x 100 - 120 g/m² HYDRO-PU Brillant lacquer HDE 54799,  
mixing ratio (by volume) 5: 1 with 2C HYDRO Hardener HDR 5091 (processing viscosity 20 - 
25" / DIN 4mm) 

• Intermediate drying 5 - 6 h / 20 °C with adequate air circulation 
• 1 x 100 - 120 g/m² HYDRO-PU Brillant lacquer HDE 54799,  

mixing ratio (by volume) 5: 1 with 2C HYDRO Hardener HDR 5091 (processing viscosity 20 - 
25" / DIN 4mm) 
or 
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• 2 x 100 - 120 g/m² HYDRO-PU Brilliant Lacquer HDE 54799 with intermediate drying for 5 - 
6 h / 20 °C with adequate air circulation,  
mixing ratio (by volume) 5 : 1 with 2C HYDRO Hardener HDR 5091 (application viscosity 20 
- 25" / DIN 4mm),  
can be packed and polished after drying for > 48 h / 20 °C with adequate air circulation 
or  

• 1 x 80 - 120 g/m² BRILLANT-COLOR DB 44099-(colour tone),  
mixing ratio (by volume) 2: 1 with PU Hardener DR 4080 
and addition of 20 - 40 % Thinner DV 4935 to the lacquer/hardener mixture,  

• intermediate drying 20 - 40 min / 20 °C   
• 1 x 80 - 120 g/m² BRILLANT-COLOR DB 44099-(colour tone),  

mixing ratio (by volume) 2: 1 with PU Hardener DR 4080  
and addition of 20 - 40 % Thinner DV 4935 to the lacquer/hardener mixture, 

• drying > 24 h / 20 °C, then polishing (recommendation),  
packable after 72 h / 20 °C  

 
Handling and safety information: 
Please observe the latest technical information and the material safety data sheets of the in-
dividual products listed. 
 
Special instructions: 

• The result is dependent on the substrate material, the time factor and the application 
devices and sanding equipment used. 

• Please test the lacquer under practical conditions as necessary.  
 
Note: 
This information is advisory and is based on the best currently available knowledge and cur-
rent state-of-the-art technology. The information is not legally binding. We also refer you to 
our Terms and Conditions. 
A Material Safety Data Sheet is available according to regulation (EC) No. 1907/2006. 


