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Paint Express: COOLPRO-COLOR, innovative combination of  
 COOL-COLOR and BOOSTER HZ 91 
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Mixing BOOSTER HZ 91 into the water based one-component colour lacquer COOL-COLOR  
HB 6528x(gloss level)-(colour tone), produces the water based two-component colour lacquer 
COOLPRO-COLOR HDB 5428x(gloss level)-(colour tone).  
This combination leads to a significantly increased chemical and mechanical  
resistance of the coating. 
 
 
Mixing instructions for the production of COOLPRO-COLOR HDB 5428x(gloss level)-(colour 
tone): 
• 95 % COOL-COLOR HB 6528x(gloss level)-(colour tone) 
• 5 % BOOSTER HZ 91 
• Finally mix in a ratio (by volume) of 20 : 1 with HYDRO Hardener HDR 5091 
 
 
Important: 
Once COOL-COLOR HB 6528x(gloss level)-(colour tone) has been mixed with BOOSTER HZ 91, 
processing is only possible in combination with HYDRO Hardener HDR 5091. The maximum 
processing time is 2 hours. 
Use as a one-component HYDRO colour lacquer is no longer possible. 
 
 
Processing information: 
Detailed processing information can be found in the Technical Data Sheet of COOLPRO-
COLOR HDB 5428x(gloss level)-(colour tone). 
 
 
Note: 
This information is of an advisory nature and is based on the best of our knowledge and care-
ful investigations in accordance with the current state of the art. No legal liability can be de-
rived from this information. Please also refer to our terms and conditions. 
Material safety data sheet according to Regulation (EC) No. 1907/2006 is provided. 
 


